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MECHANICAL2-DISMOUNTING

APPLICATIONS
A separator is a complementary tool to a claw extractor when the latter does not have suffi cient grip. A 
perfect grip on the back of parts, using bevelled blades, reduces the force necessary for dismounting 
and avoids damaging the shaft’s contact surface

ADVANTAGES
•  Robust design ensuring a long life for the separation blades.

•  After separation by tightening the two blades, turning the separator enables greater force to be used 
without deforming the blades for the complete extraction of the part. 

• Easy centering of the piston on the shaft with its retractable, integrated point.

• Two versions are available, depending on the power required. 4 and 12 tons.

COMMERCIAL REFERENCE

TOOL AS-SCHP 4T / acc set hyd puller
TOOL AS-SCHP 12T / acc set hyd puller

A strong grip for a safe and easy dismounting.

ACCESSORY CASE 
FOR 4 AND 12-TON SCHP

43
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APPLICATIONS
The tri-section pulling plate is the complementary tool to the three-armed pullers when the latter does 
not have suffi cient grip. Universal, it is suitable for both the SCHP 4-tonne hydraulic extractor and the 
SCMP 270 mechanical model.

ADVANTAGES
• The blades fi x behind the bearing’s inner ring, where the extraction force is most effective.

•  The application of the effort on the inner ring minimises the risk of damaging the bearing while 
preserving the rolling body and the outer ring.

•  The tri-section construction distributes the extraction force evenly, preventing bearing from locking 
and/or tilting on the shaft during dismounting.

• Economical: the BP3S 50-210 covers all shafts with a diameter of between 50 and 210 mm.

COMMERCIAL REFERENCE
TOOL BP3S 50-210 / Tri-section back puller

A strong grip for safe and effective dismounting using a mechanical or 
hydraulic extractor.

TRI-SECTION PULLING PLATE, 
UNIVERSAL

43
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Description “Contact corrosion” anti-fretting paste

Density 1,23

Colour Whitish

Texture Smooth

Base oil Synthetic

Nature of thickener Lithium soap

NLGI consistency 1

Temperature range for use -40°C to + 150°C

Viscosity of the base oil at 40°C, mm²/s 350

Flash point, °C > 200

Drop point DIN ISO 2176, °C > 185

Packed 60 g tube

Reference : LUB ANTI FRETTING PASTE  b P 09

Description Mounting tool kit

Application Cold mounting of bearing with
Ø a bore diameter of : 10 to 50 mm
Ø Outside diameter : 26 to 110 mm 

Contents 33 sockets, three mounting sleeves, 
1 dead-blow mallet (weight 0.7 kg)

Material Socket machined from strong, solid material

Case dimensions 430 x 320 x 100 mm

Weight of kit, including case 4,8 kg

Reference : TOOL IFT SET 33 / Industry Fitting Tool  b P 07 

3-TECHNICAL DATAS

Description Articulated manual pin spanner

Material Hardened, forged chrome vanadium steel. 
Satin chrome fi nish

Pin hardness 40 HRC

Use Tommy nuts (examples of accuracy: TB, TBR, TBP, TBPR)

Reference : Nut diameter
 mm

pin diameter 
mm

TOOL  PS 15-35 15-35 3

TOOL  PS 35-50 35-50 4

TOOL  PS 50-80 50-80 5

TOOL  PS 80-120 80-120 6

TOOL  PS 120-180 120-180 8

Reference : TOOL PS (SIZE)  / Pin Spanner  b P 09

Description Articulated manual hook spanner

Material Hardened, forged chrome vanadium steel. 
Satin chrome fi nish

Use Slot nuts

Reference : Diameter of the tightening nut, mm

TOOL  HS 15-35 15-35

TOOL  HS 35-50 35-50

TOOL  HS 50-80 50-80

TOOL  HS 80-120 80-120

TOOL  HS 120-180 120-180

Reference : TOOL HS (SIZE)  / Hook Spanner  b P 09
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15-35 mm spanner 35-50 mm spanner 50-80 mm spanner 80-120 mm spanner 120-180 mm spanner

KM 0 KM 5 KM 7 KM 12 KM 18

KM 1 KM 6 KM 8 KM 13 KM 19

KM 2 - KM 9 KM 14 KM 20

KM 3 - KM 10 KM 15 KM 21

KM 4 - KM 11 KM 16 KM 22

- - KM 12 KM 17 KM 23

- - KM 18 KML 24

- - - - KM 24

- - - - KM 25

- - - - KML 26

- - - - KML 27

- - - - KML 28

- - - - KML 28

- - - -

KM NUT CROSS REFERENCE / Pin tightening spanner

spanner 15-35 mm spanner 35-50 mm spanner 50-80 mm spanner 80-120 mm spanner 120-180 mm

Hook Pin Hook Pin Hook Pin Hook Pin Hook Pin

B 20/1 TB 20/1 B 25 TB 25 B 35 TB 35 B 60 TB 60 B 90 TB 90

B 20/1,5 TB 20/1,5 B 30 TB 30 B 40 TB 40 B 65 TB 65 B 95 TB 95

- - - - B 45 TB 45 B 70 TB 70 B 100 TB 100

- - - - B 50 TB 50 B 75 TB 75 - -

- - - - B 55 TB 55 B 80 TB 80 - -

- - - - B 60 TB 60 B 85 TB 85 - -

- - - - - - B 90 TB 90 - -

- - BP 20/1 TBP 20/1 BP 30 TBP 30 BP 55 TBP 55 BP 75 TBP 75

- - BP 20/1,5 TBP 20/1,5 BP 35 TBP 35 BP 60 TBP 60 BP 80 TBP 80

- - BP 25 TBP 25 BP 40 TBP 40 BP 65 TBP 65 BP 85 TBP 85

- - - - BP 45 TBP 45 BP 70 TBP 70 BP 90 TBP 90

- - - - BP 50 TBP 50 - - BP 95 TBP 95

- - - - - - - - BP 100 TBP 100

- - BR 25 TBR 25 BR 35 TBR 35 BR 60 TBR 60 BR 90 TBR 90

- - BR 30 TBR 30 BR 40 TBR 40 BR 65 TBR 65 BR 95 TBR 95

- - - - BR 45 TBR 45 BR 70 TBR 70 BR 100 TBR 100

- - - - BR 50 TBR 50 BR 75 TBR 75 - -

- - - - BR 55 TBR 55 BR 80 TBR 80 - -

- - - - BR 60 TBR 60 BR 85 TBR 85 - -

- - - - - - BR 90 TBR 90 - -

- - BPR 20/1 TBPR 20/1 BPR 30 TBPR 30 BPR 55 TBPR 55 BPR 75 TBPR 75

- - BPR 20/1,5 TBPR 20/1,5 BPR 35 TBPR 35 BPR 60 TBPR 60 BPR 80 TBPR 80

- - BPR 25 TBPR 25 BPR 40 TBPR 40 BPR 65 TBPR 65 BPR 85 TBPR 85

- - - - BPR 45 TBPR 45 BPR 70 TBPR 70 BPR 90 TBPR 90

- - - - BPR 50 TBPR 50 - - BPR 95 TBPR 95

- - - - - - - - BPR 100 TBPR 100

PRECISION NUT CROSS REFERENCE / tommy nut and slot nut spanners 
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3-TECHNICAL DATAS

• Standard /  optional equipment 
(*) With min. yoke size / (**) other dimensions on request
(***) Example : TOOL FT 35-YOKE 20 

TECHNICAL DATAS FAST THERM 20 FAST THERM 35 FAST THERM 150 FAST THERM 300

ELECTRICITY

Max. power consumption 3,6 kVA 3,6 kVA 12,8 kVA 12,8 kVA

Max. voltage/current 230 V / 16 A 230 V / 16 A 400 V / 32 A 400 V / 32 A

Frequency 50 Hz 50 Hz 50 Hz 50 Hz

Other voltages on request 110 V to 240 V 110 V to 240 V 230 V/ 500 V/ 560 V 230 V/ 500 V/ 560 V

Other frequencies on request 60 Hz 60 Hz 60 Hz 60 Hz

CONTROL 

Temperature adjustment + 50°C to + 240°C + 50°C to + 240°C + 50°C to + 240°C + 50°C to + 240°C

Heating time adjustment / 
Max. temperature.

no 0-99 min
+ 240°C

0-99 min
+ 240°C

0-99 min
• + 240°C

+ 400 °C

Temperature probe
Ref : Tool + 

•
TEMP PROBE 400

•
TEMP PROBE 1000

•
TEMP PROBE 1000

•
TEMP PROBE 1000

Temperature control precision +/- 2°C +/- 2°C +/- 2°C +/- 2°C

Temperature maintained 
at end of cycle

• • • •

Automatic demagnetising Automatic Automatic Automatic Automatic

Residual magnetism < 2 A / cm < 2 A / cm < 2 A / cm < 2 A / cm

Audible signal • • • •

APPLIANCE DESIGN

Dimensions (L x W x H) mm 345 x 200 x 240 420 x 260 x 360 505 x 260 x 440 1060 x 500 x 1100

Space between pivots A and B 120 x 100 mm 180 x 160 mm 210 x 215 mm 330 x 295 mm

Weight (without yokes) 17 kg (with yokes) 31 kg 51 kg 100 kg (trolley included)

Pivoting arm no • • •

Shelf trolley no no no •

PARTS TO BE HEATED

Maximum weight 20 kg 35 kg 150 kg  (horizontal) 300 kg (horizontal)

Min. bore dia. (*) 20 mm 20 mm 30 mm 30 mm

Max. bore dia. 280 mm 410 mm 490 mm 740 mm

Max. width 120 mm 180 mm 210 mm 330 mm

STANDARD AND OPTIONAL EQUIPMENT

Bearing bore dia.  ≥ Reference : TOOL (***)

20 mm •  FT20-YOKE 20   FT35-YOKE 20    

30 mm  FT150-YOKE 30     FT300-YOKE 30    

35 mm •  FT20-YOKE 35   FT35-YOKE 35    

45 mm  FT150-YOKE 45     FT300-YOKE 45

60 mm •  FT20-YOKE 60   FT35-YOKE 60     FT150-YOKE 60     FT300-YOKE 60

70 mm • FT35-YOKE 70   FT150-YOKE 70     FT300-YOKE 70

85 mm  FT150-YOKE 85     FT300-YOKE 85

100 mm • FT150-YOKE 100     FT300-YOKE 100

115 mm • FT300-YOKE 115

130 mm

145 mm

215 mm

Reference : TOOL FAST THERM (SIZE)  / Induction Heater  b P 11

A B

(1)
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TECHNICAL DATAS FAST THERM 600 FAST THERM 1200

ELECTRICITY

Max. power consumption 25 kVA 40 kVA

Max. voltage/current 400 V / 63 A 400 V / 100 A

Frequency 50 Hz 50 Hz

Other voltages on request 230 V/ 500 V/ 560 V 230 V/ 500 V/ 560 V

Other frequencies on request 60 Hz 60 Hz

CONTROL  

Temperature adjustment +50°C to + 240°C +50°C to + 240°C

Heating time adjustment / 
Max. temperature.

0-99 min
• + 240°C

+ 400 °C

0-99 min
• + 240°C

+ 400 °C

Temperature probe
Ref : Tool + 

•
TEMP PROBE 1000

•
TEMP PROBE 1000

Temperature control precision +/- 2°C +/- 2°C

Temperature maintained 
at end of cycle

• •

Automatic demagnetising Automatic Automatic

Residual magnetism < 2 A / cm < 2 A / cm

Audible signal • •

APPLIANCE DESIGN

Dimensions (L x W x H) mm 1100 x 850 x 1250 (**) 1500 x 1100 x 1400 (**)

Space between pivots A and B 440 x 390 mm (**) 470 x 690 mm (**)

Weight (vertical yoke) 350 kg 850 kg

Pivoting arm No (Vertical bar) No (Vertical bar)

Bar lifting device 
Ref : Tool + 

 
FT600-Lifting Device

 
FT1200-Lifting Device

PARTS TO BE HEATED

Maximum weight 600 kg (horizontal) 1200 kg (horizontal)

Min. bore dia. (*) 45 mm 85 mm

Max. bore dia. 900 mm (**) 1500 mm (**)

Max. width 410 mm (**) 440 mm (**)

STANDARD AND OPTIONAL EQUIPMENT

Bearing bore dia.  ≥ Reference : TOOL (***)

20 mm

30 mm

35 mm

45 mm  FT600-YOKE 45  

60 mm  FT600-YOKE 60

70 mm  FT600-YOKE 70

85 mm  FT600-YOKE 85 ¹  FT1200-YOKE 85

100 mm  FT600-YOKE 100

115 mm  FT600-YOKE 115  FT1200-YOKE 115

130 mm  FT600-YOKE 130

145 mm • FT600-YOKE 145  FT1200-YOKE 145

215 mm • FT1200-YOKE 215
 

Reference : TOOL FAST THERM (SIZE)  / Induction Heater  

B

A

(2)

• Standard /  optional equipment 
(*) With min. yoke size / (**) other dimensions on request
(***) Example : TOOL FT 35-YOKE 20 
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3-TECHNICAL DATAS

FT20 FT35 FT150 FT300 FT600 FT1200

Y20 14x14x200
0,3 kg

14x14x280
0,4 kg

Y30 20x20x350
1,1 kg

20x20x490
1,5 kg

Y35 25x25x200
0,9 kg

25x25x280
1,3 kg

Y45 30x30x350
2,4 kg

30x30x490
3,3 kg

30x30x700
4,7kg

Y60 40x40x200
2,5 kg

40x40x280
3,4 kg

40x40x350
4,2 kg

40x40x490
5,9 kg

40x40x700
8,4kg

Y70 50x50x280
5,3 kg

50x50x350
6,6 kg

50x50x490
9,2kg

50x50x700
13,8kg

Y85 60x60x350
9,4 kg

60x60x490
13,2kg

60x60x700
19,5kg

60x60x850
24k

Y100 70x70x350
12,8 kg

70x70x490
18kg

70x70x700
26,9kg

Y115 80x80x490
23,5kg

80x80x700
35kg

80x80x850
42,7

Y130 90x90x700
44,5kg

Y145 100x100x700
55kg

100x100x850
66,8kg

Y215 150x150x850
150 kg

DIMENSIONS (MM) AND WEIGHT (KG) OF YOKES

Description Hydraulic nut with metric thread. 
Equipped with automatic piston return device

Materials
HMV 10 EBF – HMV 40 EBF Fine metric thread to ISO 965-1998

Tolerance class 6H

HMV 41 EBF – HMV 200 EBF Trapezoidal thread to ISO 2901-1993
Tolerance class 7H

Nuts
Sizes  ≤   HMV 54 EBF
Sizes  ≤   HMV 92 EBF
Sizes  ≤   HMV 200 EBF

Reference of recommended pumps
Pump 700b-0,3L / Pump 700b-0,9L
Pump 700b-0,9L

Component Reference - hydraulic nut
Set of O-rings Nut Reference followed by / Piston Seals

Exemple : TOOL HMV 15 / Piston Seals

Ball valve 1500 bars      
Reference : TOOL HMV BALL PLUG 1/4

Quick coupling connection (male) 
with seal washer and connecting nipple

1500 bars, male
Reference TOOL HMV NIPPLE 1/4
Dimensions: see page 39

Reference : TOOL HMV (SIZE) EBF / Hydraulic Nut   b P 16
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Sizes Thread
Outside 
diameter 

mm

Total 
width 
mm

Piston 
diameter 

mm

Permitted 
piston 
stroke 

mm

Flange 
width 
mm

Body 
width 
mm

Diameter 
mm

Piston 
surface 

mm2

Weight  
kg

HMV ... EBF G D B max. d2  B1 B2 d1   

10 M50x1,5 114 43 110 5 5 38 50,5 2850 2,9

11 M55x2 120 43 116 5 5 38 55,5 3050 3

12 M60x2 125 43 121 5 5 38 60,5 3250 3

13 M65x2 130 43 126 5 5 38 65,5 3500 3,2

14 M70x2 135 43 131 5 5 38 70,5 3650 3,4

15 M75x2 140 43 136 5 5 38 75,5 3850 3,6

16 M80x2 146 43 142 5 5 38 80,5 4150 3,9

17 M85x2 150 43 146 5 5 38 85,5 4300 4

18 M90x2 156 43 152 5 5 38 90,5 4850 4,2

19 M95x2 162 43 158 5 5 38 95,5 5050 4,5

20 M100x2 166 44 162 5 6 38 100,5 5100 4,6

21 M105x2 172 44 168 5 6 38 105,5 5200 4,9

22 M110x2 178 44 174 5 6 38 110,5 5400 5,2

23 M115x2 182 44 178 5 6 38 115,5 5800 5,2

24 M120x2 188 44 184 5 6 38 120,5 5950 5,5

25 M125x2 192 44 188 5 6 38 125,5 6350 5,6

26 M130x2 198 44 194 5 6 38 130,5 6450 5,9

27 M135x2 204 44 200 5 6 38 135,5 6900 6,1

28 M140x2 208 45 204 5 7 38 140,5 7250 6,2

29 M145x2 214 46 210 5 7 39 145,5 7400 6,7

30 M150x2 220 46 216 5 7 39 150,5 7600 6,8

31 M155x3 226 46 222 5 7 39 155,5 8450 7,2

32 M160x3 232 47 228 6 7 40 160,5 8650 7,8

33 M165x3 238 47 234 6 7 40 165,5 8750 8,1

34 M170x3 244 48 240 6 7 41 170,5 9800 8,6

36 M180x3 256 48 252 6 7 41 180,5 11250 9,4

38 M190x3 270 50 266 7 8 42 191 11800 10,7

40 M200x3 282 51 278 8 8 43 201 12100 11,7

41 Tr205x4 288 51 284 8 8 43 207 13050 12,2

42 Tr210x4 294 52 290 9 8 44 212 13400 12,7

43 Tr215x4 300 52 296 9 8 44 217 14050 13,2

44 Tr220x4 306 52 302 9 8 44 222 14800 13,7

45 Tr225x4 312 53 308 9 8 45 227 15150 14,7

46 Tr230x4 318 53 314 9 8 45 232 15450 14,7

47 Tr235x4 326 54 322 10 8 46 237 16600 16,2

48 Tr240x4 330 55 326 10 9 46 242 17250 16,2

50 Tr250x4 342 55 338 10 9 46 252 17550 17,7

52 Tr260x4 356 56 352 11 9 47 262 19150 19,2

54 Tr270x4 368 57 364 12 9 48 272 20350 20,7

56 Tr280x4 380 58 376 12 9 49 282 21050 22,2

58 Tr290x4 390 58 386 13 9 49 292 22350 22,7

60 Tr300x4 404 61 400 14 10 51 302 23600 25,7

DIMENSIONS (MM) AND WEIGHT (KG) OF HYDRAULIC NUTS
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3-TECHNICAL DATAS

Sizes Thread
Outside 
diame-
termm

Total 
width
mm

Piston 
diameter

mm 

Permitted 
piston 
stroke 

mm

Flange 
width 
mm

Body 
width
mm

Diameter 
mm

Piston 
surface 

mm2

Weight  
kg

HMV ... EBF G D B max. d2  B1 B2 d1   

62 Tr310x5 416 62 412 14 10 52 312 24850 27,2

64 Tr320x5 428 63 424 14 10 53 322 26250 29,7

66 Tr330x5 438 63 434 14 10 53 332 27500 30,2

68 Tr340x5 450 64 446 14 10 54 342 27750 31,7

69 Tr345x5 456 64 452 14 10 54 347 29350 32,7

70 Tr350x5 464 66 460 14 10 56 352 29800 35,2

72 Tr360x5 472 66 468 15 10 56 362 31250 35,7

73 Tr365x5 482 68 478 15 11 57 367 31600 38,7

74 Tr370x5 486 68 482 16 11 57 372 33300 39,2

76 Tr380x5 498 69 494 16 11 58 382 33500 40,7

77 Tr385x5 504 69 500 16 11 58 387 34050 41,2

80 Tr400x5 522 71 518 17 11 60 402 36600 45,7

82 Tr410x5 534 72 530 17 11 61 412 38200 48,2

84 Tr420x5 546 72 542 17 11 61 422 39900 50,2

86 Tr430x5 556 73 552 17 11 62 432 40750 52,7

88 Tr440x5 566 74 562 17 12 62 442 42400 54,2

90 Tr450x5 580 76 576 17 12 64 452 44100 57,7

92 Tr460x5 590 76 586 17 12 64 462 45100 60,2

94 Tr470x5 602 77 598 18 12 65 472 46800 62,2

96 Tr480x5 612 77 608 19 12 65 482 48600 63,2

98 Tr490x5 624 78 620 19 12 66 492 49500 66,2

100 Tr500x5 636 79 630 19 12 67 502 49950 70,2

102 Tr510x6 648 80 642 20 12 68 512 53300 74,2

104 Tr520x6 658 81 652 20 13 68 522 54250 75,2

106 Tr530x6 670 82 664 21 13 69 532 56150 79,2

108 Tr540x6 682 82 676 21 13 69 542 58200 81,2

110 Tr550x6 693 83 687 21 13 70 552 59150 84,2

112 Tr560x6 704 84 698 22 13 71 562 61150 88,2

114 Tr570x6 716 85 710 23 13 72 572 63200 91,2

116 Tr580x6 726 85 720 23 13 72 582 64200 94,2

120 Tr600x6 748 86 742 23 13 73 602 67400 100,2

126 Tr630x6 782 88 776 23 14 74 632 72850 110,2

130 Tr650x6 804 89 798 23 14 75 652 76100 115,2

134 Tr670x6 826 90 820 24 14 76 672 79450 120,2

138 Tr690x6 848 91 842 25 14 77 692 84200 127,2

142 Tr710x7 870 93 864 25 15 78 712 87700 135,2

150 Tr750x7 912 94 906 25 15 79 752 95050 146,2

160 Tr800x7 965 96 959 25 16 80 802 103800 161,2

170 Tr850x7 1020 99 1014 26 16 83 852 114450 181,2

180 Tr900x7 1075 103 1069 30 17 86 902 123950 205,2

190 Tr950x8 1126 103 1120 30 17 86 952 135450 218,2

200 Tr1000x8 1180 105 1174 34 17 88 1002 145700 239,2

DIMENSIONS (MM) AND WEIGHT (KG) OF HYDRAULIC NUTS
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Description Manual hydraulic pump kit

Contents Pump Set 700b-0,3L Pump Set 700b-0,9L

A  1 2-stage manual pump 700 bar pump 
with 0.3 litre reservoir

700 bar pump 
with 0.9 litre reservoir

B  1 adapter  pressure gauge 1/4" male, 3/8" female 3/8" male, 3/8" female

C  1 pressure switch 700 bars 700 bars

D  1 hose 700 bars, longueur 1,5 m 700 bars, longueur 3 m

E  1 quick coupling connector (female) G ¼ (1500 bars) G ¼ (1500 bars)

 Reference
TOOL +

DIMENSIONS (mm)

A B C D E G H J L M N P S

PUMP 
700b-0,3L 185 336 28 85 28 1/4'' - 18 NPTF 319 19 143 - 95 80 7

PUMP 
700b-0,9L 344 533 36 99 33 3/8" - 18 NPTF 522 30 177 16 120 - -

Reference
TOOL + 

Nominal 
pressure 
1st stage

Nominal 
pressure 
2nd stage

stroke/
volume 
1st stage

stroke/
volume 

2nd stage

Reservoir 
capacity

Weight 
(bare pump)

PUMP 
700b-0,3L 13 bars 700 bars 3,6 cm3 0,9 cm3 320 cm3 2,4 kg

PUMP 
700b-0,9L 13 bars 700 bars 11,3 cm3 2,5 cm3 900 cm3 4,1 kg

Reference TOOL PUMP 700b-(Reservoir capacity) L

Description ultra-light, 2-stage hand pump

Materials Réservoir en Materialsx composites renforcé de fi bres de verre

E

G

P
N

J

D A C

M

L

H

38˚ Pump 700 b - 0,3 L
50˚ Pump 700 b - 0,9 L

B

S

b Description of the manual hydraulic pump kit components

Description Pressure gauge adapter depending on pump

Reference TOOL+ Pressure gauge orifi ce Male end Female end

MANOMETER ADAPTOR 0.3 L NPTF
1/4”

NPTF 1/4'' NPTF
3/8”MANOMETER ADAPTOR 0.9 L NPTF 3/8''

B  Reference : TOOL MANOMETER ADAPTOR (Reservoir capacity) L

A  Reference : TOOL PUMP 700B-(Reservoir capacity) L

Description Pressure gauge

Permitted pressure 750 bars (10 000 psi)

Precision (% full scale) +/- 1,0   (-1,5%)

Double graduation bar / Psi

Scales Bar Psi

Large graduations 100 2000

Small graduations 10 200

Connecting thread C 1/4’’ NPTF

Diameter A 63 mm

Height D 84 mm

Thickness B 37 mm

C  Reference : TOOL MANOMETER 700 BARS

A

D

C

c max.

c min.

B

LT

HEX 2HEX 1

LM

d2d1d3 Ø

AA
LF

Reference : TOOL PUMP SET 700B-(Reservoir capacity) L / Pump with accessories  b P 17
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3-TECHNICAL DATAS

Description Set of feeler gauges

Reference Number of 
gauges

Measurement 
range (mm)

Thickness of the 
gauges 

(1/100 mm)

Length
mm

Weight
g

TOOL FEELER GAUGES 
150

17 0.02 – 0.5

0,02      0,15
0,03      0,20  
0,04      0,25  
0,05      0,30
0,06      0,35
0,07      0,40  
0,08      0,45 
0,09      0,50  
0,10 

      

150 85

TOOL FEELER GAUGES 
300

300 175

Reference : TOOL FEELER GAUGES (Gauge length)  b P 18

Description Heat resistant glove

Material KEVLAR

Lined Coton

Single size 10.5

Maximum temperature 350°C

Quantity per packet 1 pair

Reference : TOOL GLOVE HEAT RESISTANT  b P 18

Description of connection on end 2 Quick coupling connection, female

Material High strength steel. Black zinc treatment

Type of valve Flat face for maximum discharge of fl uid on disconnection

Max. service pressure 1500 bars

E  Reference : TOOL PUMP COUPLING 1/4

Thread A
BSPP

d1 
mm

d3
mm

Nut 
Hex1 
mm

LF
mm

d2
mm

Nut 
Hex2 
mm

LM
mm

LT
mm

Ø
mm

Ref.
female : 
TOOL +

Weight 
g

Ref 
male : 

TOOL +

Weight 
g

1/4» 28,2 26,8 24 59,5 24,5 22 38 79,5 14,9
PUMP 

COUPLING 
1/4

192 HMV 
NIPPLE 1/4 69

Description  
High-pressure hose with quick coupling connector (female)

Material Thermoplastic, reinforced with layers of steel and woven wire. 
Polyurethane envelope

Reference :

Max. 
working 

pressure, 
bar

Internal 
diameter, 

mm

Length
mm

Weight
kg

End 
connection 

1

End 
connection 

2
(female)

TOOL FLEXIBLE HOSE 1500 700 6,4 1 500 0,8 3/8" - 18 
NPTF

G ¼ 
1500 bars

TOOL FLEXIBLE HOSE 3000 700 6,4 3 000 1,5 3/8" - 18 
NPTF

G ¼ 
1500 bars

D  Reference : TOOL FLEXIBLE HOSE (Length in mm)

A

D

C

c max.

c min.

B

LT

HEX 2HEX 1

LM

d2d1d3 Ø

A
A

LF

Note –  Seal washer and connecting nipple included in HMV 
NIPPLE 1/4 are not represented on the drawing.
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APPLIANCE CHARACTERISTICS

Spectral response 8 -14 mm

Optical D.S : 30:1 (50 mm to 1500 mm)

Response time Less than one second

Temperature range From -50 to +850°C

Accuracy*

From -50 to -20°C : ±5°C
From -20 to +200°C : ±1.5% of the reading ±2°C
From +200 to +538 °C : ±2% of the reading ±2°C
From +538 to +850°C : ±3.5% of the reading ±5°C

Display resolution 0.1 C°

Emissivity Adjustable between 0.10 and 1.00 (pre-set at 0.95)

Indication of level exceeded
Screen indication : 
« -0L » for negative level exceeded, 
« 0L » or positive level exceeded.

Laser aiming device Wave length : 630-670 nm
output lower than 1mW, class 2 (II)

Indication of positive or negative temperature
Automatic 
(no indication for a positive temperature). Minus sign (-) 
for a negative temperature

Screen 4½ digits with backlit LCD screen

Auto switch-off: After 7 seconds of inactivity

High/low alarm
Flashing signal on screen and audible signal with adjustable 
thresholds

Supply 9 V alkaline battery

Battery life 38 hr (laser and backlight inactive)
15 hr (laser and backlight active)

Temperature for use From 0 to +50°C

Storage temperature From -20°C to +60°C

Relative humidity Between 10 and 90% in operation and less 
than 80% during storage

Dimensions 175 x 110 x 45 mm

Weight 230 g (including battery

Memory 20 temperature values with unit of measurement (°C or °F)

*  Accurate for an ambient temperature between 18 and 28°C (with relative humidity below 80%) 

CHARACTERISTICS OF THE K THERMOCOUPLE PROBE

Temperature range From -40 to +400°C

Display range From -50 to +1370°C

Resolution 0.1°C

Accuracy ±1.5% of the reading ±3°C

Cable length 1 m

The devices meet the following standards
1992, electromagnetic emissions
1992, electromagnetic interference

Reference : TOOL LASERTEMP 301 / IR Thermometer  b P 19
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3-TECHNICAL DATAS

Arm For Puller Thread Arm nut spanner (2) Weight (g) 

1.36/1 1.30/2 - 1.30/5 M10 27 680

1.36/2 1.30/6 M14 x 1,5 32 1540

Puller Thread For bearing with 
bore - mm

Length
L - mm Bolt nut spanner (1) Weight 

(g) 

1.30/2 M10 12-15 68 10 130

1.30/3 M10 15-19 70 14 140

1.30/4 M10 19-25 76 14 190

1.30/4A M10 25-30 88 14 300

1.30/5 M10 30-35 88 14 400

1.30/6 M14 x 1,5 35-45 108 17 600

Arm For Puller Thread Bolt nut spanner (2) Weight (g) 

1.36/3 1.30/6 - 1.30/9 M14 x 1,5 32 3000

Puller Thread For bearing with 
bore - mm

Length
L - mm Bolt nut spanner (1) Weight 

(g) 

1.30/6 M14 x 1,5 35-45 108 17 650

1.30/7 M14 x 1,5 45-55 108 17 800

1.30/8 M14 x 1,5 55-70 140 19 1800

1.30/9 M14 x 1,5 70-100 140 27 3050

Description Puller  kit for internal gripping of the bore

Contents BP Set 12-45 BP Set 35-100

• puller 6 4

• arms              2 1

For extraction of bearings with a bore 
diameter   12 to 45 mm 35 to 100 mm

Case dimensions 460 x 230 x 60 mm 500 x 330 x 90 mm

Weight of kit, including case 5,9 kg 11,8 kg

b Description of case components BP Set 12-45

b Description of case components BP Set 35-100

Reference : TOOL BP SET (size) / Bore Puller   b P 23

(1) (2)
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Description Puller-separator with mechanical spindle

Contents

A   1 puller with brace 

(1 arm + 1 screw + 2 screw braces)
B  1 separator
C  1 pair of brace extensions  

Case dimensions 376 x 267 x 55 mm

weight of kit, including case 8, 6 kg

References

a
Min/max 
spread
(mm)

b
Max. reach

(mm)

Bracing bolts - 
Separator side 

/ Arm side
Thrust bolt

Screw 
tightening 
spanner

Weight 
(kg) 

1.38/2 70-215 250 M14 x 1,5 /
 M16x 1,5 G ½ x 210 22 3,4

A  BRACE EXTRACTOR

References Max. reach
(mm) Thread Weight (kg) 

1.38/CV 100 M14 x 1,5 0,3

C  EXTENSIONS (1 PAIR)

Type Capacity
(Tons)

Max. reach
(mm)

spread Jaws dimensions
Weight

(kg)Max
(mm)

Min
(mm)

A
(mm)

B 
(mm)

C 
(mm)

SCMP 2/3-120 2 80 120 36 8 6 15 1.6

SCMP 2/3-180 3 120 180 38 6 7 15 2.3

SCMP 2/3-270 5 160 270 42 11 10 25 4.3

Description Combined, self-centering mechanical puller, 2-3 arms

Reference : TOOL SCMP 2/3-(Max. reach) / Self-Center Mech Puller b P 25

b Description of components

a

b

References c
Min/max spread (mm) Thread Weight (kg) 

1.40/2 22-115 M14 x 1,5 2,4

B  SEPARATOR

A

D

C

c max.

c min.

B

LT

HEX 2HEX 1

LM

d2d1d3 Ø

A
A

LF

C

AB

max spread

reach

reach

C

AB

Ecartement maxi

Portée

Portée

Reference : TOOL BPM 22-115 / Back Puller Mech Spindle   b P 24
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3-TECHNICAL DATAS

DIMENSIONS  

Min/max shaft 
diameter (A1) / 

(A2) (mm)

Max spread B
(mm)

Length D
(mm) Thread E Thickness F 

(mm)
Weight (kg)

product only

50 210 280 285 3/4” – 16 UNF 31 5,5

Description Three-blade extraction plate

Materials Forged steel alloy

Reference : TOOL BP3S 50-210 / TRI-SECTION PULLING PLATE  b P 28

Description Combinated, self-centering hydraulic puller, 2-3 arms

Type Capacity 
(tons)

Max. 
gripping 
distancei

 (mm)

Cylinder 
stroke

H
(mm)

Spread Dimensions (mm)

Weight(kg)
product onlyMaxi 

(mm)
Mini 
(mm)

A B C E F G

SCHP 4 Tons
4 190 60 325 68 13 10 22 40 42 22 6,5

SCHP 12 Tons
12 305 85 485 90 15 16.5 29 70 60 28 14,5

SCHP 20 Tons
20 365 111 570 120 20 27 33 62 80 40 25

Reference : TOOL SCHP (Capacity) TONS / Self-Center Hyd Puller  b P 26

C

AB

Ecartement maxi

Portée

Portée

A2 B

A1

DE

F

Reference Length of braces
(mm)

min/max spread
 (mm)

Weight (kg) 
including case

AS-SCHP 4 T 250 25 - 110 6

AS-SCHP 12 T 325 80 - 225 21

Description Accessories case for self-centering hydraulic puller

Contenu 1 pulling arm / 2 braces / 1 separator, 2 blades with 2 threaded studs

Reference : TOOL AS-SCHP (Hydraulic extractor capacity) T / Acc set hyd puller  b P 27 

LUB ANTI FRETTING PASTE
Contact corrosion anti-fretting 

paste

P 09
P 31

TOOL AS-SCHP (Capacity) T / Acc. 

Set Hyd Puller

Accessories for self-centering 

hydraulic extractor
P 27  

P 43

TOOL BP SET (Min size / Max size) / 

Bore Puller

Extractor kit with internal gripping 

of the bore.
P 23

P 41

TOOL BP3S 50-210 / Tri-Section Back 

Puller

Three-blade extraction plate P 28
P 43

TOOL BPM 22-115 / Back Puller 

Mech Spindle

Puller- separator with mechanical 

thrust bolt
P 24

P 42

TOOL FAST THERM (Capacity) / 

Induction Heater
Portable induction heater P 11

P 33

TOOL FEELER GAUGES (Length) Set of feeler gauges P 18
P 39

TOOL FLEXIBLE HOSE (Length)
High-pressure hose with quick 

coupling connector (female)
P 17

P 39

TOOL FT (Capacity) LIFTING DEVICE Bar lifting device for heater P 14
P 34

TOOL FT (Capacity) - YOKE 

(Alesage min)

Single bar for induction heater P 11
P 33

TOOL GLOVE HEAT RESISTANT Thermal insulation gloves P 18
P 39

TOOL HMV (Size) / Piston Seals Set of O-rings for hydraulic nut P 16
P 35

TOOL HMV (Size) EBF / Hydraulic Nut
Hydraulic nut with metric thread 

and piston return device
P 16

P 35

TOOL HMV BALL PLUG 1/4 ¼" gas ball valve P 16
P 35

TOOL HMV NIPPLE 1/4
Quick coupling connector, ¼" gas 

(male)
P 16

P 39

TOOL HS (Min size / Max size)  / 

Hook Spanner
Articulated manual hook spanner P 09

P 31

TOOL IFT SET 33 / Industry Fitting 

Tool

33-piece mounting tool kit P 07
P 31

TOOL LASERTEMP 301 / IR 

Thermometer

Infrared thermometer with laser 

targeting, aiming ratio 30:1
P 19

P 40

TOOL MANOMETER 700 Pump pressure gauge, 700 bar P 17
P 38

TOOL MANOMETER ADAPTOR 

(Reservoir capacity)

Pressure gauge adapter depending 

on pump
P 17

P 38

TOOL PS (Min size / Max size)  / Pin 

Spanner

Articulated manual pin spanner P 09
P 31

TOOL PUMP 700B - (Reservoir 

capacity) L

Ultra-light, 2-stage hand pump P 17
P 38

TOOL PUMP COUPLING 1/4
Quick coupling connector, ¼" gas 

(female)
P 17

P 38

TOOL PUMP SET 700B - (Reservoir 

capacity) L / Pump with accessories
Hand pump kit with accessories P 17

P 38

TOOL SCHP (capacité) TONS / 

Self-Center Hyd Puller
Self-centering hydraulic extractor P 26

P 43

TOOL SCMP 2/3 - (Max. spread) / 

Self-Center Mech Puller
Self-centering mechanical extractor P 25

P 42

TOOL TEMP PROBE (taille)
Temperature probe for induction 

heater
P 11

P 33
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LUB ANTI FRETTING PASTE Contact corrosion anti-fretting 
paste P 09 P 31

TOOL AS-SCHP (Capacity) T / Acc. 
Set Hyd Puller

Accessories for self-centering 
hydraulic puller P 27  P 43

TOOL BP SET (Min size / Max size) / 
Bore Puller

Puller kit with internal gripping of 
the bore. P 23 P 41

TOOL BP3S 50-210 / Tri-Section Back 
Puller Tri-section pulling plate P 28 P 43

TOOL BPM 22-115 / Back Puller 
Mech Spindle

Puller-separator with mechanical 
spindle P 24 P 42

TOOL FAST THERM (Capacity) / 
Induction Heater Portable induction heater P 11 P 33

TOOL FEELER GAUGES (Length) Set of feeler gauges P 18 P 39

TOOL FLEXIBLE HOSE (Length) High-pressure hose with quick 
coupling connector (female) P 17 P 39

TOOL FT (Capacity) LIFTING DEVICE 750 bars lifting device for heater P 14 P 34

TOOL FT (Capacity) - YOKE 
(Bore min) Single yoke for induction heater P 11 P 33

TOOL GLOVE HEAT RESISTANT Thermal insulation gloves P 18 P 39

TOOL HMV (Size) / Piston Seals Set of O-rings for hydraulic nut P 16 P 35

TOOL HMV (Size) EBF / Hydraulic Nut Hydraulic nut with metric thread 
and piston return device P 16 P 35

TOOL HMV BALL PLUG 1/4 ¼" gas ball valve P 16 P 35

TOOL HMV NIPPLE 1/4 Quick coupling connector, ¼" gas 
(male) P 16 P 39

TOOL HS (Min size / Max size)  / 
Hook Spanner Articulated manual hook spanner P 09 P 31

TOOL IFT SET 33 / Industry Fitting 
Tool 33-piece mounting tool kit P 07 P 31

TOOL LASERTEMP 301 / IR 
Thermometer

Infrared thermometer with laser 
targeting, aiming ratio 30:1 P 19 P 40

TOOL MANOMETER 700 Pump pressure gauge, 700 bars P 17 P 38

TOOL MANOMETER ADAPTOR 
(Reservoir capacity)

Pressure gauge adapter depending 
on pump P 17 P 38

TOOL PS (Min size / Max size)  / Pin 
Spanner Articulated manual pin spanner P 09 P 31

TOOL PUMP 700B - (Reservoir 
capacity) L Ultra-light, 2-stage hand pump P 17 P 38

TOOL PUMP COUPLING 1/4 Quick coupling connector, ¼" gas 
(female) P 17 P 38

TOOL PUMP SET 700B - (Reservoir 
capacity) L / Pump with accessories Hand pump kit with accessories P 17 P 38

TOOL SCHP (capacity) TONS / 
Self-Center Hyd Puller Self-centering hydraulic puller P 26 P 43

TOOL SCMP 2/3 - (Max. spread) / 
Self-Center Mech Puller Self-centering mechanical puller P 25 P 42

TOOL TEMP PROBE (Size) Temperature probe for induction 
heater P 11 P 33

 REFERENCE DESCRIPTION Catalogue page      Technical datas page

4-GLOSSARY

LUB ANTI FRETTING PASTE
Contact corrosion anti-fretting 

paste

P 09
P 31

TOOL AS-SCHP (Capacity) T / Acc. 

Set Hyd Puller

Accessories for self-centering 

hydraulic extractor
P 27  

P 43

TOOL BP SET (Min size / Max size) / 

Bore Puller

Extractor kit with internal gripping 

of the bore.
P 23

P 41

TOOL BP3S 50-210 / Tri-Section Back 

Puller

Three-blade extraction plate P 28
P 43

TOOL BPM 22-115 / Back Puller 

Mech Spindle

Puller- separator with mechanical 

thrust bolt
P 24

P 42

TOOL FAST THERM (Capacity) / 

Induction Heater
Portable induction heater P 11

P 33

TOOL FEELER GAUGES (Length) Set of feeler gauges P 18
P 39

TOOL FLEXIBLE HOSE (Length)
High-pressure hose with quick 

coupling connector (female)
P 17

P 39

TOOL FT (Capacity) LIFTING DEVICE Bar lifting device for heater P 14
P 34

TOOL FT (Capacity) - YOKE 

(Alesage min)

Single bar for induction heater P 11
P 33

TOOL GLOVE HEAT RESISTANT Thermal insulation gloves P 18
P 39

TOOL HMV (Size) / Piston Seals Set of O-rings for hydraulic nut P 16
P 35

TOOL HMV (Size) EBF / Hydraulic Nut
Hydraulic nut with metric thread 

and piston return device
P 16

P 35

TOOL HMV BALL PLUG 1/4 ¼" gas ball valve P 16
P 35

TOOL HMV NIPPLE 1/4
Quick coupling connector, ¼" gas 

(male)
P 16

P 39

TOOL HS (Min size / Max size)  / 

Hook Spanner
Articulated manual hook spanner P 09

P 31

TOOL IFT SET 33 / Industry Fitting 

Tool

33-piece mounting tool kit P 07
P 31

TOOL LASERTEMP 301 / IR 

Thermometer

Infrared thermometer with laser 

targeting, aiming ratio 30:1
P 19

P 40

TOOL MANOMETER 700 Pump pressure gauge, 700 bar P 17
P 38

TOOL MANOMETER ADAPTOR 

(Reservoir capacity)

Pressure gauge adapter depending 

on pump
P 17

P 38

TOOL PS (Min size / Max size)  / Pin 

Spanner

Articulated manual pin spanner P 09
P 31

TOOL PUMP 700B - (Reservoir 

capacity) L

Ultra-light, 2-stage hand pump P 17
P 38

TOOL PUMP COUPLING 1/4
Quick coupling connector, ¼" gas 

(female)
P 17

P 38

TOOL PUMP SET 700B - (Reservoir 

capacity) L / Pump with accessories
Hand pump kit with accessories P 17

P 38

TOOL SCHP (capacité) TONS / 

Self-Center Hyd Puller
Self-centering hydraulic extractor P 26

P 43

TOOL SCMP 2/3 - (Max. spread) / 

Self-Center Mech Puller
Self-centering mechanical extractor P 25

P 42

TOOL TEMP PROBE (taille)
Temperature probe for induction 

heater
P 11

P 33
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NOTES
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